
Installation Instructions

The installation position of the dishwasher should be near the exist-
ing inlet and drain hoses and power cord. One side of the cabinet
sink should be chosen to facilitate the connection of drain hoses to
the dishwasher.
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INSTALLATION 
PREPARATION

POSITIONING
THE APPLIANCE

Position the appliance in the desired location on the countertop.
Make sure the unit is level and is close enough to electrical and water
supplies.

ABOUT POWER
CONNECTION

WARNING
For personal safety:

• DO NOT USE AN EXTENSION CORD OR AN ADAPTER PLUG
WITH THIS APPLIANCE.
• DO NOT, UNDER ANY CIRCUMSTANCES, CUT OR REMOVE THE
GROUNDING CONNECTION FROM THE POWER CORD.

ELECTRICAL REQUIREMENTS
Please look at the rating label to know the voltage rating and connect the
dishwasher to the appropriate power supply. Use the required 15 amp
fuse, time delay fuse or circuit breaker recommended and provide sepa-
rate circuit serving only for this appliance.

ELECTRICAL CONNECTION
Ensure that the voltage and frequency of the power being used corre-
sponds to those on the rating plate. Only insert the plug into an electrical
socket which is grounded properly. If the electrical socket to which the
appliance must be connected is not appropriate for the plug:
• Have the socket replaced by a qualified professional. 
• Avoid using adaptors because they could cause overheating and burns.

WARNING
Ensure appliance is properly grounded before use.

GROUNDING INSTRUCTIONS
This appliance must be grounded. In the event of a malfunction or break-
down, grounding will reduce the risk of electric shock by providing a path
of least resistant electric current. This appliance is equipped with
a cord that has an equipment-grounding conductor and a grouding plug.
The plug must be plugged into an appropriate outlet that is installed and
grounded in accordance with all local standards and requirements.

WARNING
• Improper connection of the equipment grounding conductor can
result in the risk of an electric shock.
• Check with a qualified electrician or service representative if you
are in doubt as to whether the appliance is properly grounded.
• Do not modify the plug provided with the appliance. If the plug
does not fit properly in the outlet, please have a qualified electri-
cian install a proper outlet.
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Installation Instructions

WATER
CONNECTION

Back ViewRear of dishwasher:

1. Drain Port
2. Power Cord
3. Inlet Port

Your dishwasher comes equipped with a 'quick connect' assembly
(includes inlet and drain hose). The faucet adapter must be installed on
the faucet before you can connect the dishwasher. This adapter is includ-
ed inside your dishwasher. The faucet adapter is compatible with faucets
inclusive of either male (outside) or female (inside) threaded faucet con-
nections.

QUICK CONNECT ASSEMBLY

Drain Hose
1. Drain port connection
2. Quick connect connection
Inlet Hose
3. Inlet port connection
4. Quick connect connection
Faucet Adapter
5. Faucet adapter
6. Faucet washer

Quick Connect
7. Pressure relief valve
8. Faucet adapter connection
9. Locking collar
10. Inlet hose connection
11. Drain hose connection

WARNING
In order to avoid water staying in the inlet hose, please turn off the
faucet after using.
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Installation Instructions

WATER
CONNECTION
(cont)

1. Screw the faucet adapter onto (or into) the faucet tap. Check for leaks
(use Teflon tape to eliminate if necessary).
2. Connect the six-sided connection of the drain hose to the drain port
connection on the back of the dishwasher cabinet. Do not over-tighten (to
avoid damage to threads).
3. Connect the star-shaped connection of the inlet hose to the inlet port
on the back of the dishwasher cabinet. Do not over-tighten (to avoid dam-
age to threads).
4. Connect the circular connection of the drain hose onto the longer (bot-
tom) male connection on the quick connect.
5. Connect the circular connection of the inlet hose onto the shorter (top)
male connection on the quick connect.
6. Attach the quick connect onto the faucet adapter, by pulling down the
outer locking collar on the quick connect, while pushing the quick connect
upward onto the faucet adapter.
7. When the quick connect snaps onto the faucet adapter, release the
locking collar. Verify the connection is secure.
8. Slowly open the hot water line and check for any sign of water leaks at
all hose connections. If leaks are located, immediately turn off the water
supply and repair the hose connections.

IMPORTANT
1. Once you open the water supply line, (even if it is closed imme-
diately thereafter), the inlet hose will be pressurized.
2. To relieve water pressure from inside the inlet hose, first make
sure the water line (faucet) is closed, then press and hold the red
pressure relief button on the quick connect until the flow of water
stops.

WARNING
Failure to relieve water pressure before disconnecting the quick
connect from the faucet will result in back pressure over-spray.
The temperature of the incoming water can be very hot and can
cause severe burns and/or scalding.

DANGER
Do not let children disconnect the dishwasher. Close supervision
of children is always important around appliances.

NOTE: Hard water conditions will adversely affect the washing perform-
ance of your dishwasher. Hard water conditions will also contribute to
'lime' (white film substance) deposits and/or 'scaling' on the stainless steel
surface of the dishwasher tub and heater element, located in the sump
underneath the removable filter screen. To minimize these conditions, it is
recommended to operate/rinse the inside of the dishwasher (empty) using
1 cup of white vinegar once a week.

DISCONNECTING YOUR DISHWASHER
1. Shut off the water supply at the faucet.
2. Disconnect the power supply cord
3. Relieve water pressure
4. Pull down on the quick connect collar



Installation Instructions

The following things should be checked before starting the
dishwasher:STARTING THE

DISHWASHER 1 The dishwasher is level and fixed properly

2

3

There is no leakage at the connections of the conducts. 

4

The wires are tightly connected

5

The power is turned on

6

Make sure the inlet and drain hoses are not twisted

All packing materials and removable printings should be taken out from
the dishwasher

Care and maintenance

The filter prevents larger remnants of food or other objects from
getting inside the pump.

The filter system consists of a coarse filter, a flat (main filter) and a micro
filter (fine filter).

FILTERING
SYSTEM

Main filter 1
Food and soil particles trapped by this filter are pulverized by a special jet
on the spray arm and washed down to drain.

Fine filter 2
This filter holds soil and food residue in the sump area and
prevents it from being deposited on the dishes during a wash cycle.

Course filter 3
Larger items, such as pieces of bone or glass, that could block the drain
are trapped in the coarse filter. To remove the items caught by the filter,
gently squeeze the tap on the top of this filter and lift it out.

FILTER ASSEMBLY
The filter efficiently removes food particles from the wash water, allowing it
to be recycled throughout a cycle. For best performance and results, the
filter assembly must be regularly cleaned. For this reason, it is a good
idea to remove the larger food particles trapped in the filter after each
wash cycle by rinsing the filter and cup under running water. To remove
the filter assembly, pull upward on the cup handle in the upward direction.

Note: It is recommended that you remove and rinse the filters after
each wash cycle.
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